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Note: This document contains staff’s suggested modifications to the 
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deletions and underline to indicate proposed additions.  The proposed 
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proposed additions.  The text of all proposed modifications will be made 
available to the public for a comment period of at least 15 days.   

 
 
§ 94801. Definitions. 
 
(a) For the purpose of this article, the following definitions apply: 
 

…… 
 
(3b) “ANSI/UL Standard 867” means the version of ANSI/UL Standard 867 

for Electrostatic Air Cleaners, Fourth Edition, published on 
December 21, 2007 by Underwriters Laboratories, Inc. (UL), and the 
associated Certification Requirement Decisions published by UL on 
March 4, 2008; April 17, 2008; and April 18, 2008; July 8, 2009;  
July 9, 2009; and (date to be determined), 2009.   

 
(3c) “ANSI/UL Standard 484” means the version of the ANSI/UL’s Standard 

for Safety for Room Air Conditioners, Eighth 8th Edition, published dated 
December 21, 2007 with revisions through March 27, 2009, and most 
recently approved by ANSI on March 26 27, 2009. 

 
(3d)  “ANSI/UL Standard 1278” means the version of the ANSI/UL’s Standard 

for Safety for Movable and Wall- or Ceiling-Hung Electric Room Heaters, 
Third 3rd Edition, published dated June 21, 2000 with revisions through 
July 30, 2008, and most recently approved by ANSI on July 30, 2008. 

 



(3e)  “ANSI/UL Standard 1017” means the version of the ANSI/UL Standard 
for Safety for Vacuum Cleaners, Blower Cleaners, and Household Floor 
Finishing Machines, Seventh Edition, dated December 7, 2001 with 
revisions through June 15, 2006, and most recently approved by ANSI 
on June 15, 2006. 

 
(3f) “ANSI/UL Standard 1993” means the version of the ANSI/UL Standard 

for Safety for Self-Ballasted Lamps and Lamp Adapters, Third Edition, 
dated August 28, 2009. 

... 
 

NOTE:  Authority cited:  Section 41986, Health and Safety Code. Reference:  Sections 41985, 
41985.5, and 41986, Health and Safety Code; 21 C.F.R. § 801.415; 29 C.F.R. § 1910.7; 
and 21 U.S.C. § 321.  
… 
 
§ 94805. Test Method. 
 

(b) Testing to determine compliance with the requirements of this article, shall be 
performed following the ANSI/UL Standard 867 or ANSI/UL Standard 507, 
whichever is applicable, in their entirety, which are hereby incorporated by 
reference as defined in Section 94801.  Appliances with a primary purpose 
other than air cleaning that include an air cleaning component that meets the 
definition of an indoor air cleaning device given in Section 94801 shall meet 
the applicable ANSI/UL electrical safety standard for its primary purpose, 
including but not limited to ANSI/UL Standards 484, 1017, and 1278, and 
1993, which are hereby incorporated by reference as defined in Sections 
94801(a)(3c), 94801(a)(3e), and 94801(a)(3d), and 94801(a)(3f), respectively.        

… 
 
NOTE:  Authority cited:  Section 41986, Health and Safety Code. Reference:  Sections 41985, 
41985.5, and 41986, Health and Safety Code.  
 


